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GENERAL NOTES

THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS ARE THE NOMINAL ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE
THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH EDITION AS INDICATED BY THE SUBNUMBER LISTED ON THE INDEX OF SHEETS OR THE COPY
DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH OF THE STANDARD INCLUDED IN THESE PLANS.

THE BITUMINOUS MIXTURE IS PLACED.

THE BITUMINOUS SURFACE OF ALL MAILBOX TURNOUTS, PRIVATE ENTRANCES, COMMERCIAL THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN CALCULATING PLAN
ENTRANCES, AND SIDE ROADS SHALL BE MADE NEATLY, IN A WORKMANLIKE MANNER, AND QUANTITIES:

SHALL ACCURATELY CONFORM TO THE SHAPES AND DIMENSIONS SHOWN ON THE IPLAN
DETAILS. IF REQUIRED 8Y THE ENGINEER, THE CONTRACTOR SHALL BE REQUIRED TO SAW

CUT THE BITUMINOUS SURFACE TO CONFORM TO THE SHAPES AND DIMENSIONS SHOWN ON BITUMINOUS MAT PRIME COAT 0.08 GAL/SQ YD OR
THE PLAN DETAILS. THIS WORK SHALL BE INCLUDED IN THE COST OF THE BITUMINOUS 0.375 GAL/SQ YD
SURFACE. AGGREGATE PRIME COAT 0.002 TONS/SQ YD
) BITUMINOUS RESURFACING 112 LBS5/5Q YD/IN
THE BASE COURSE WIDENING SHALL BE CARRIED THROUGH ALL ENTRANCES, SIDE ROADS, SHORT TERM PAVEMENT MARKING 10 F1/100 FT OF
AND MAILBOX TURNOUTS. EXCEPTIONS WILL BE SHOWN ON THE PLANS., APPLICATION
MIX FOR CRACKS, JTS & FLGWYS 0.0003 TONS/SQ YD
EXCEPT AS NOTED ON THE PLANS, PAVEMENT GRADES SHOWN ARE AT THE TOP OF
PAVEMENT SURFACES. SUPPLEMENTAL WATERING 3 GAL/SQ YD/
APPLICATION
BEFORE ORDERING PIPE CULVERTS OR PIPE DRAINS, THE CONTRACTOR SHALL CONSULT CALCIUM CHLORIDE 2 LBS/SQ YD/
THE ENGINEER FOR EXACT LENGTHS, APPLICATION

TTEoTS B oecks ] AGGREGATE (PRIME COAT): FA 20 MAY BE USED IN ADDITION TO THE GRADATIONS LISTED
IN THE 3RD PARAGRAPH OF ARTICLE 1003.03(c).

INT.DATE[NO.] REASON
THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIOUS
BITUMINOUS LIFTS.

FOR STABILIZATION, ALL TYPE III BARRICADES SHALL REQUIRE A MINIMUM OF FOUR SAND
BAGS PER BARRICADE.

THE CONTRACTOR’S ATTENTION IS DIRECTED TO THE PRESENCE OF DEPARTMENT-OWNED

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE ENGINEER SHALL UNDERGROUND ELECTRICAL CABLE WITHIN THE LIMITS OF THE PROPOSED IMPROVEMENT.
BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE CONTRACTOR SHALL THE CONTRACTOR SHALL REQUEST THE ILLINOIS DEPARTMENT OF TRANSPORTATION IN
PROTECT AND CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OTTAWA (815-434-8505) TO LOCATE THE UNDERGROUND FACILITIES, PROVIDING A MINIMUM
j OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. THE OF 72 HOURS NOTICE. THE DEPARTMENT IS NOT A MEMBER OF THE JOINT UTILITY LOCATING
L CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR INFORMATION FOR EXCAVATORS (JULIE) SYSTEM.
‘ REESTABLISH ANY SECTION OR SUBSECTION MONUMENTS DESTROYED BY HIS OPERATIONS.
ALL DAMAGE TO DEPARTMENT OWNED UNDERGROUND FACILITIES, CAUSED BY THE
- SEEDING SHALL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS FROZEN, WET, OR CONTRACTOR SHALL BE REPAIRED TO THE SATISFACTION OF THE DEPARTMENT AT THE
IN AN UNTILLABLE CONDITION. LOCATIONS TO BE SEEDED WILL BE DETERMINED BY THE CONTRACTOR’S EXPENSE., THIS SHALL INCLUDE ALL TEMPORARY REPAIRS REQUIRED TO
ENGINEER. KEEP THE FACILITY OPERATIONAL WHILE MATERIAL IS BEING OBTAINED TO MAKE
PERMANENT REPAIRS. SPLICING OF ELECTRIC CABLE SHALL NOT BE ALLOWED. ELECTRIC
ONLY THOSE TREES DESIGNATED BY THE ENGINEER OR LISTED IN THE TREE REMOVAL CABLE SHALL BE REPLACED FROM POLE TO POLE OR CONTROLLER.
SCHEDULE SHALL BE REMOVED. THE CONTRACTOR SHALL PROTECT ALL REMAINING TREES
FROM DAMAGE DUE TO HIS OPERATIONS. THE COST OF MAKING ANY SEWER CONNECTIONS TO AN EXISTING DRAINAGE STRUCTURE
OR SHALL BE THE COST OF NEW SEWER.
FOR NEW CONSTRUCTION, PLACE SIDEWALK RAMPS FOR THE HANDICAPPED (STANDARD PIPE SHAL INCLUDED IN THE COST THE NEW SENER STATE OF ILLINOIS
424001 MEMBERS OF JULIE KNOWN TO BE WITHIN THE LIMITS OF THE IMPROVEMENT ARE: QEPARTQENT OF TRANSPORTATION
AT ALL LOCATIONS WHERE PROPOSED SIDEWALKS ABUTS CURB AT STREET ENTRANCES.  AMERITECH DISTRICT THREE
ALL ELEVATIONS REFERRING TO U.S.G.S. MEAN SEA LEVEL DATUM. ATST
TCI CABLEVISION OF ILLINOIS _
ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BE CITY OF LASALLE REVIEWED BY: It R Rconelion
DISPOSED OF OUTSIDE THE LIMITS OF THE RIGHT OF WAY ACCORDING TO ARTICLE 202.03 746 SECOND STREET DISTRICT STUDIES & PLANS ENGINEER
OF THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER., THIS WORK WILL LASALLE, ILLINOIS 61301
NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF EARTH 318-223-6344 o
EXCAVATION. ILLINOIS POWER DATE: 12-12-04
INSIGHT COMMUNICATIONS
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL SANITARY SEWER AND SANITARY SEWER NON-MEMBERS OF JULIE KNOWN TO BE WITHIN THE LIMITS 5&) N
SERVICE ADJUSTMENTS. OF THE IMPROVEMENT ARE: EXAMINED 8Y: et e oA
ILLINOIS DEPARTMENT OF TRANSPORTATION DISTRICT CONSTRUCKION ENGINEER

THE CITY WILL BE RESPONSIBLE FOR ALL WATER MAIN AND WATER SERVICE LINE
ADJUSTMENTS. ) Vi
4.z
’ TRICT OPERATIONS ENGINEER
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DISTRICT MATERKALS ENGINEER
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